
Duo-Cube Technical Data and Performance Specifications

Nominal  
Size

Capacity  
(CFM)

Media Area 
(Sq. Ft.)

Initial Resistance (In. W.G.)
1 Ply 2 Ply 3 Ply 4 Ply

16x20x8 800 6.2 .10 .13 .15 .16

16x25x8 1000 7.3 .10 .13 .15 .16

20x20x8 1000 7.2 .10 .13 .15 .16

20x25x8 1200 7.8 .10 .13 .15 .16

24x24x8 1500 9.3 .10 .13 .15 .16

16x20x11 1000 7.7 .15 .20 .22 .24

16x25x11 1300 9.0 .15 .20 .22 .24

20x20x11 1300 8.9 .15 .20 .22 .24

20x25x11 1500 11.4 .15 .20 .22 .24

24x24x11 1700 11.3 .15 .20 .22 .24

16x20x15 1100 9.7 .19 .26 .29 .24

16x25x15 1400 11.3 .19 .26 .29 .32

20x20x15 1400 11.1 .19 .26 .29 .32

20x25x15 1750 12.9 .19 .26 .29 .32

24x24x15 2000 14.0 .19 .26 .29 .32

16x20x20 1800 12.2 .23 .31 .35 .38

16x25x20 2000 14.2 .23 .31 .35 .38

20x20x20 2000 13.9 .23 .31 .35 .38

20x25x20 2300 16.0 .23 .31 .35 .38

Performance data is based on ASHRAE Test Standards 52.1-1999 and 52.2-2007. 
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